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A. Install 27' steel pole with twin 50'/70' mast arm, traffic signal heads, signs, one-autoscope b
detector mounted on 20! Iightin% arm with a 250W-HPS {uminaire, one auto-scope Pl L] I PROPOSED SIGNALS AND SIGNS NEMA PHASING
detector mounted on &' adjustable astro bracket and pedestrian signal head L pd IR 9,11
and pushbutton with pedestrian education sign as shown. (Note: 1-2", 90°and 1-3", 90° ; <L 1.2:5.6 3:4,7, 12,14
PVC (Schedule 80) bends.)(70' mast arm is on side road.) | Ll RN 8,13 15-20 32 25
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B. Instali 27' steel pole (cut to 21') with twin 50'/70' mast arm, traffic signal heads, signs and MD 210 IS ASSUMED TO RUN IN A M3—1 M3-~1
two autoscope detector mounted on 6' adjustable astro bracket,and NORTH/SOUTH DIRECTION Ll > | @ ° ° w 3015 {INORTH 30"X15"
pedestrian signaf head and pushbutton with educational sign,as shown. | RE I @ k —
{(Note: 1-3", 90° PVC (Schedule B0) bend.) {70' mast arm is on side road.) EXISTING SIGNS TO BE RELOCATED. R o0 e e e M1-5 Qﬂ@ M1-5
: : 7 48"X36" 48"x36"
C. Install 10’ bredkaway pedestalpole and gedestriqn signal heads. Install pushbutton with pedestrian 5233 53 |=] O 12" 12" @ 12
education sign as indicated. (Note: 1-3", 90° PVC (Schedule 80) bend.) ' |9 2 oL [-
1 12" oo <7,:' <§:
D. Install NEI{EA sizte ‘E'B“dbcage{r_nboipted cabinet i:cmd m}gster/l&cotlcorétrfllegowithdal‘I?nzcesgsoory U - RE-1 L <L . - 30”24 |
equipment, control and distribution equipment as shown. (Note: 2-2", 90°and 2-4", 90° _ IEN X 1N - AUTOSCOPE
PVC (Schedule 80) bends ) » I 27,28,29, 700M CAMERA ASSOCIATED
- : ' » L] I 26 34,39 35,36 37 SHIELD
E. Remove and replace existing sidewalk or install new sidewalk IS B I . aSB?EXME;I%T)
F. Install 8 x 6'loop detector encased in 4" flexible tubing (4-turns). patiy F3om - 50 g HE H I ( ‘ ‘t 21,24 38 241
s L. . . . . . R1-1
G. Install 1" liquid tight flexible non-metallic electrical conduit (detector wire sleeve). u " N NO
e S 307X 30 1 I oney | foney ] loney] | Audrey * TURN s
H. Install 1" gaivonized electrical conduit for detector sieeve. ; L1l I e R3BR Aol — 32 ON PP p—
] ‘ : i - - -~ ME—1R
J. Install 3" polyvinyl chloride electrical conduit (Schedule 80) (trenched). FAMILY DULLAR STORE B — I 30" X 38" 30" X 36" 3@ X 36" 30" X 36" DuAL FACE RED 21"X15" 1 PIASES ASSOUIATED BY A DASTED LINE WILL OPERATE CONCURRENTL Y
| T @——ﬁ—(—»@ (VARIABLE X 169 R10-11 2.} PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY
K. Install 4" polyvinyi chloride electrical conduit (Schedule 80) (trenched). o / {g‘““”"_‘”': T, A \3 \ 24"X38" ASSOCIATED
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L. Instali 4" polyvinyl chloride electrical conduit (Schedule 80} (bored). — ——=—=——=———=—=—T—————— ol - ST T T e e e ASSEMBLY
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M. install 2" polyvinyl chloride electrical conduit (Schedule 80) (trenched) for electrical service. g 7 T T TSR e T R s s e **"‘*""‘"_"-—_—_M____ﬂ_f?g XS
Service shalibe relocated by PEPCO. " U wo T T T e
4 Wl ——— . T s e T T e
N. Use existing handhole, cap and abandon existing conduit. SEE INSET "8 ;" \ \A ““““““““““““““““““““““““
4 TEL-17717 \ 20" T T EE=s SR
0. Remove existing strain pole, span or pedestial pole and alf attached e y (ATv-1s s ,
equipment. ( Foundation to be removed 12" below grade). PRI gl 3T N\ 20 0) 4. SER\/ i CE RO
o _ , , , A S AD FLASHING
P. Remove existing controller and cabinet, service equipment, foundation and bends. ] 4 OPERATION
Q. Install electrical handhole. SERVICE ROUAD PERCO 865945
R. Remove and replace monolithic median and depress as indicated AN S} I
S. Remove existing sign and replace with new display or relocate as shown. GRASS A
T. Remove existing curb and gutter, replace with depressed curb and gutter. PEPCD 800358-0772
U. Remove existing and Install proposed pavement markings as shown.
V. Install 12-pair voice grade interconnect cable as shown on the interconnect plen (see sheet 3 of 5.}
W. Remove existing handhole.
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X 1. The conduits are to be installed prior to the in-
0 ]j}j - stallation of the pavement markings.
INSET “B” | _ ; Il 2. All existing conduit that is not identified shallbe capped
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